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CODE: 109115 REVISION: 01 DATE: 7 April 2022 

 
GENERAL DESCRIPTION 
 
PAINTER’S PAL SKIM-AND-FILL is an environmentally friendly, multipurpose, ready-mixed 
filler that dries to a matt finish. This is a scraper coat for plastered walls to fill in surface 
imperfections prior to painting. Can be sanded once fully dried. The product conforms to the 
GBCSA environmental requirements and EU 2010 targets. 
 
USES AND PROPERTIES 
 
The product is only for INTERIOR surfaces. Used as a hairline crack filler, or as a scraper 
coat over cement plaster (eliminating the need for filling). Also suitable for skimming over 
defects in plasterwork, for skimming after alterations or renovations to marry new and old 
surfaces, and for skimming over correctly prepared prepainted surfaces to provide an even 
surface 
 
TECHNICAL DATA 
(All tests are performed at 23º and 50% relative humidity. Material Safety Datasheets are available on request). 

 
Viscosity      : 130 - 135pp  
Specific gravity (±3%)     : 1,752 
Ph      : 8,5 – 9,0 
Fineness of grind      : Lump free 
Mass solids content (±3%)     : 71% 
Volume solids content (±3%)   : 50% 
Pigment volume content (±3%)   : ± 1m2/kg as a skim coat 
      : ± 2m2/kg as a scraper coat 
Dry film thickness      : Depends on application thickness. 
Surface dry      : < 1 hour 
Hard dry       : < 4 hours 
Over coating      : > 6 hours 
Dilutant/ cleaning      : Water 
Application temperatures     : 10°c>t<35°c 
Storage temperatures     : 5°C > t< 35°C 
Shelf life in unopened containers   1 year 
Drying mechanism      : Water evaporation followed by coalescence 
Application       : Steel trowel, scraper or spackle tool 
Spread rate      : On reasonable plaster ±1m²/kg as a skim 
         coat and 2m²/kg as a scraper coat. 
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NB! NOT RECOMMENDED FOR 
 
This product is not suitable for EXTERIOR use. All cracks >0.5mm must be prepared in the 
recommended manner. PAINTER’S PAL SKIM- AND-FILL may not cover them effectively. 
 
APPLICATION 
 
Mix well then apply using a steel trowel, scraper or spackle tool. Scraper Fill Interior will shrink 
back slightly in deep holes and imperfections. These areas will need a second application. 
 
Sand the surface when dry (minimum of 4hours after application depending on thickness). A 
100 grit or finer sandpaper is recommended. 
 
After sanding Scraper Fill Interior it is essential that all the loose powder and dust from sanding 
is wiped off. Ensure the surface is free of any contamination before painting commences. 
 
Provided all the sanding dust is fully wiped off and the surface is free of any contamination, then 
a primer is not necessarily required. However, priming is preferred. Should a primer be required 
due to powdery surfaces, then apply 1 coat of Dekro Paints Bonding Liquid or Plaster Primer at 
the recommended spread rate before applying the finishing coats. 
 
PLEASE NOTE: Correct preparation is essential. All surfaces must be sound and prepared in 
the recommended manner.  For more information on surface preparation, refer to our Surface 
Preparation Guidelines (available on request) from Dekro Paints.  
 
NOTE: The spread rates quoted are approximate and should only be used as a guide as the 
actual rate will vary depending on the condition and porosity of the substrate. 
 
OVER COATING TIME 
> 6 hours 
 
This is largely dependent on film thickness and ambient temperature. Under ideal conditions we 
recommend a minimum of 6 hours before sanding and over coating, but when in doubt it is best 
to leave overnight before sanding and over coating. 
 
NOTE: It is essential to adhere to over coating times, as specified for our various products. 
Prevailing weather conditions must be considered as ambient and substrate temperatures, 
humidity and wind etc., will influence drying time. Performance problems can occur if any of the 
previous coats have not been allowed to dry properly before being over coated. 
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IMPORTANT: To prevent surface contamination, coatings must not be 
left longer than 48 hours between coats. If environmental or weather conditions have caused 
surface contamination, all surfaces must be thoroughly washed down before applying the next 
coating. 
 
GENERAL INFORMATION 
 
IMPORTANT: Walls (cement plaster, concrete or masonry) must be dry before painting and 
should not exceed a moisture content of 10% as measured with a Protimeter Surveymaster 
Moisture Meter or equal. The ambient temperature must not be below 10ºC and not higher 
than 35ºC. Humidity must not be below 10% and not higher than 85%. 
 
Different surfaces and environmental conditions require specific painting systems to produce 
the best possible results. It is therefore recommended that you contact a Dekro Sales 
representative for advice on all your painting requirements whenever possible. 
 
CLEANUP 
 
Wipe excess paint from application equipment using an absorbent cloth before washing with 
Water. Close containers tightly after use and store in a cool well-ventilated area. Do not empty 
contents or wash water into drains or water courses.  When disposing please follow local 
authorities’ regulations and recycle the container after use. 
 
 
SAFETY INSTRUCTIONS 
 
Always keep out of reach of children and animals. Wear a suitable dust mask and goggles when 
preparing surfaces. Ensure good ventilation during application and drying. If accidental contact 
with skin, wash immediately with soap and water or a recognised skin cleaner. If accidental 
contact with eyes, rinse immediately with plenty of water and seek medical advice. 
Harmful if swallowed. Seek medical attention and do not induce vomiting. 
 
CLEANING, STORAGE AND DISPOSAL  

 
Remove as much paint as possible from application equipment and wash immediately after use 
with water. Close containers tightly after use and store in a cool well-ventilated area. 
Do not empty contents or wash water into drains or water courses.  
When disposing please follow local authorities’ regulations and recycle the container after use. 
 
 
 
The technical data furnished is given to the best of our knowledge based on controlled laboratory tests under ideal application conditions.  No guarantee of any performance characteristic is therefore given or implied and we do 
not hold ourselves responsible for any consequential damage of whatsoever nature that may arise from use of our products.  In the event of a proven product fault our liability will be limited to the replacement of the product only.  
It is the user’s responsibility to confirm the currency of product data sheets. 
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